Detailed Specifications &

Technical Data

27600A Non-Paired

- 600 Volt Tray Cable(TC)

For moreinformation please
call

1-800-Beldenl

Description:

18 AWG stranded (7X26) bare copper, multi-conductor, PV C/Nylon insulated, PV C jacket.

PHYSICAL CHARACTERISTICS:
CONDUCTOR:

Total Number of Conductors
AWG
Stranding

INSULATION:

Insulation Material

OVERALL CABLING:

Overall Cabling Color Code Chart
OUTER SHIELD:

Outer Shield Material

OUTER JACKET:

Outer Jacket Material
Outer Jacket Nomina Wall Thickness
Outer Jacket Diameter

MECHANICAL CHARACTERISTICS:

Wet Temperature Range

Dry Temperature Range

Bulk Cable Weight

Max. Recommended Pulling Tension
Min. Bend Radius (Install)

18
7X26

PVC/Nylon - Polyvinyl Chloride/Nylon

E2

Unshielded

PVC - Polyvinyl Chloride
.045in.
.360in.

-30°Cto+75° C
-30°Cto+90° C
72 |bs/1000 ft.
134 |bs.

4.25in.

APPLICABLE SPECIFICATIONS AND AGENCY COMPLIANCE:

APPLICABLE STANDARDS:
NEC/(UL) Specification
FLAME TEST:

UL Flame Test
C(UL) Flame Test
IEEE Flame Test

TC, NPLF

UL 1581 Vertical Tray
FT4
1202
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1
Detailed Specifications & alnan
Technical Data

27600A Non-Paired - 600 Volt Tray Cable(TC)

SUITABILITY:
Suitability - Burial Y
Sunlight Resistance Y

PLENUM/NON-PLENUM:

Plenum (Y/N) N
ELECTRICAL CHARACTERISTICS:

Nom. Conductor DC Resistance @ 20 Deg. C 6.7 Ohms/1000 ft

Max. Operating Voltage - UL :

UL Voltage Description
150V RMS NPLF
600V RMS TC

Other Maximum Continuous Currents 4.8

Revision Number: 1 Revision Date: 01-31-2003

© 2003 Belden Wire & Cable Company
All Rights Reserved.

Although Belden Electronics Division ("Belden™) makes every reasonable effort to ensure their accuracy at the time of this publication,
information and specifications described herein are subject to error or omission and to change without notice, and the listing of such
information and specifications does not ensure product availability.

Belden provides the information and specifications herein on an "ASIS' basis, with no representations or warranties, whether express,
statutory or implied. In no event will Belden be liable for any damages (including consequential, indirect, incidental, special, punitive, or
exemplary damages) whatsoever, even if Belden has been advised of the possibility of such damages, whether in an action under contract,
negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described
herein.

All sales of Belden products are subject to Belden's standard terms and conditions of sale.
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INDUSTRIAL AUTOMATION & PROCESS CONTROL CABLES 15.63

Control Cable
600V Type TC Cables

Standard Standard Jacket Nominal Maximum Minimum
e No. Color Lengths Unit Weight Thickness 0D Pull Tension Bend Radius
Description of Code
ont[*=] | m o fa ] on [ ] oo [un | 0 f o [Lon

18 AWG Multi-conductor Stranded (7x26) Bare Copper
PVC/Nylon Insulation and PVC Jacket Constructions (See chart below for other options)

NEC: TC, NPLF 27916A1 2 E2 10000 30480 4200 1909 045 114 .19 483 26 116 190 48.26
CEC: FT4 - X X
28 711
E%%m 27325A1 2 E2  Buk® Buk®* —  — 045 114 27  6.86 26 116 3.00 7620
i%% 27334A 3 E2  Buk* Buk® @ —  — 045 114 28 7.1 39 173 325 8255
27326 4 E2 10000 30480 6200 2818 045 114 31 7.87 52 231 350 88.90
273354 5  E2  Buk® Buk* —  — 045 114 33 838 65 289 400 101.60
276000 6  E2  Buk® Buk* —  — 045 114 36  9.14 78 347 425 107.95
27327A 7  E2  Buk® Buk* —  — 045 114 36  9.14 91 405 425 107.95
27601A 8  E2  Buk® Buk* —  — 045 114 38 965 104 463 450 114.30
27336A 9 E2  Buk® Buk®  —  — 045 114 41 1041 117 520 500 127.00
273284 10  E2  Buk® Buk®  —  — 060 152 44 1118 130 578 575 146.05 "
276024 11 E2  Buk* Buk* —  — 060 152 45 1143 143 636 575 146.05 2
213294 12 E2  Buk* Buk* —  — 060 152 46 1168 155 690 575 146.05 s
27603 13  E2  Buk® Buk* —  — 060 152 48 1219 169 752  6.00 15240 =
27604 14  E2  Buk® Buk* —  — 060 152 48 1219 182 810  6.00 15240 =
27605 15  E2  Buk® Buk*  —  — 060 152 51 1295 195 867  6.25 158.75 2
27606A 16 E2  Buk® Buk®  —  — 060 152 52 1321 208 925 625 158.75 =
27607A 17 E2  Buk* Buk* —  — 060 152 57 1448 220 979 675 17145 0
27608 18  E2  Buk* Buk* —  — 060 152 57 1448 233 1037 675 171.45
27609 19 E2  Buk® Buk* —  — 060 152 57 1448 247 1099  6.75 171.45
27610A 20 E2  Buk® Buk* —  — 060 152 59 1499 260 1157  7.00 177.80
27611A 25  E2  Buk® Buk*  —  — 060 152 .65 1651 325 1446  7.75 196.85
27612 30 E2  Buk® Buk®  —  — 060 152 .69 1753 390 1735  8.25 209.55
276138 37 E2  Buk* Buk* —  — 080 203 74 1880 481 2140 950 241.30
27614A 50 E2  Buk* Buk* —  — 080 203 91 2311 650 2892 11.00 279.40
276324 60 E2  Buk® Buk* —  — 080 203 95 2438 780 3470 1250 317.50

18 AWG Multi-conductor Stranded (7x26) Bare Copper ¢ Overall 100% Beldfoil® Shield with Drain Wire

NEC: TG, NPLF 2732508 2  E2 10000 30480 4600 2091 048 122 276  7.01 67 203 280 7112
CEC: FT4 27334AS 3 E2 10000 30480 560.0 2545 048 122 292  7.42 90 400 290 7366
27326AS 4  E2 10000 30480 690.0 3136 048 122 315 800 112 498 310 81.28

E2 = Refer to Industrial Technical Information section for color code.

T Flat construction; overall shield not available.
Tt Twisted Conductors.

*Bulk = Non-stocked item. Specify length, 1 piece per reel.

Conductor, Insulation and Jacket Options

To Specify: Bare Tinned Insulation/Jacket

12345 A S A B PVC-Nylon/PVC
‘SNI%I Conadidc_mr, “éa"d?or c D XLPE/PVC
o e gl | EF FRPOPVC
No type Shield G H XLPE/TPE
K L TPE/TPE
M N PVC-Nylon/Qil Res Il
Q R XLPE/CPE
S T XLPE/Haloarrest® |

BE'[IE“ Belden Electronics Division Technical Support: 1-800-BELDEN-1 or 1-800-BELDEN-3 « www.belden.com
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I. DESCRIPTION:

b e - e e B - -

CONDUCTORS, PVC INSULATION WITH A NYLON COVERING, PVC
JACKET WITH A RIPCORD.

I1. ELECTRICAL CHARACTERISTICS:

MAX. OPERATING VOLTAGE: 600 V RMS

MAX. CONTINUOUS CURRENT PER

CONDUCTOR ® 25 DEG. C: 4.8 A

NOM, CONDUCTOR DC RESISTANCE

@ 20 DEG. C: 6,7 OHMS/1000 FT

ITI. PHYSICAL CHARACTERISTICS:

P et o oy v e v W T W W AN WP EN N e Em Em e =

TEMPERATURE RATING: -30 TO(+90C DRY,+75C WET)
INSULATION MATERIAL: PVC WITH NYLON COVERING < m—
JACKET MATERIAL (COLOR): PVC (BLACK), SUNLIGHT
RESISTANT, DIRECT BURIAL
NOM. DIAMETER;: .360" ESTIMATED
MIN, BEND RADIUS: 4.25" ESTIMATED
MAX. PULLING TENSION: 134 LBS. ESTIMATED
NOM. WEIGHT/1000 ET.: _ 72 LBS. ESTIMATED
APPLICABLE SPECIFICATION: UL TYPE TC OR NELF
COLOR CODE: ICEA METHOD I = K2
FLAME RESISTANCE: UL1581 VERTICAL TRAY

FT4 IEEE 1202
X ok ok kK k k k% END OF DATA FOR PRODUCT - 27600A *ok ok ok ok % K x %
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